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Foils

Storage Time: 12 months from the date of delivery
Storage Temperature: 10 - 35°C
Relative Humidity: 40% - 60%
No direct sun exposure

Varnish

Composition:
Dipropylene glycol diacrylate
Isobornyl acrylate
2-Phenoxyethyl acrylate
Trimethylolpropane polyoxyethylene triacrylate (TMPEOTA)
Diphenyl-2,4,6-trimethylbenzoyl phosphine oxide
Tetrahydrofurfuryl acrylate esters
Hexamethylene diacrylate (HDODA)
1-Propanone, 2-methyl-1-[4-(methylthio)phenyl]-2-(4-morpholinyl)-
Glycerol propoxy triacrylate (GPTA)
Isobornyl acrylate 5888-33-5
2-Phenoxyethyl acrylate 48145-04-6
Tetrahydrofurfuryl acrylate esters 2399-48-6
Hexamethylene diacrylate (HDODA) 13048-33-4
1-Propanone, 2-methyl-1-[4-(methylthio)phenyl]-2-(4-morpholinyl)-71868-10-5
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Polypropylene - Gloss White Polypropylene - Matt White

Label material:
White, glossy, biaxially oriented polypropylene film 
with topcoat
Grammage: approx. 45 g/m² ISO 536
Caliper: approx. 60 µm ISO 534
Tensile stress MD: approx. 105 N/mm² ISO 527
Tensile stress CD: approx. 185 N/mm² ISO 527
Surface gloss (Angle: 60° to the
perpendicular): approx. 90 % DIN EN ISO 2813
Opacity: approx. 85 % ISO 2471

Adhesive:
Permanent, transparent acrylic based adhesive
Tack: high
Peel adhesion: high
Shear: extremely high
Minimum application temperature: 0 °C
Service temperature: -30 °C to +80 °C

Release liner:
White, supercalendered glassine
Grammage: approx. 62 g/m² ISO 536
Caliper: approx. 54 µm ISO 534
Tensile strength MD: approx. 88 N/15 mm DIN 53112
Tensile strength CD: approx. 38 N/15 mm DIN 53112
Transparency: approx. 51 % DIN 53147

Direct application to food:
ISEGA certification for dry, damp, & fatty foodstuffs. 
(Correction factor 3)

Label material:
White, matt, polypropylene film with topcoat
Grammage: approx. 47 g/m² ISO 536
Caliper: approx. 65 µm ISO 534
Tensile stress MD: approx. 80 N/mm² ISO 527
Tensile stress CD: approx. 180 N/mm² ISO 527
Opacity: approx. 87 % ISO 2471

Adhesive:
Permanent, transparent acrylic based adhesive
Tack: high
Peel adhesion: high
Shear: extremely high
Minimum application temperature: 0 °C
Service temperature: -30 °C to +80 °C

Release liner:
White, supercalendered glassine
Grammage: approx. 62 g/m² ISO 536
Caliper: approx. 54 µm ISO 534
Tensile strength MD: approx. 88 N/15 mm DIN 53112
Tensile strength CD: approx. 38 N/15 mm DIN 53112
Transparency: approx. 51 % DIN 53147

Direct application to food:
ISEGA certification for dry, damp, & fatty foodstuffs. 
(Correction factor 3)
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Polypropylene - Frosted ClearPolypropylene - Gloss Clear

Label material:
A clear bi-axially oriented, polypropylene film with a 
printreceptive topcoat.
Grammage: approx. 52 g/m² ISO 536
Caliper: approx. 57 µm ISO 534

Adhesive:
A general purpose permanent, acrylic based adhesive

Release liner:
A supercalandered siliconized white glassine paper.
The liner is made from FSC® certified paper 
(FSC Mix Credit, chain-of-custody number: 
CU-COC-807907, Licence Code: FSC-C004451)
Grammage: approx. 57 g/m² ISO 536
Caliper: approx. 49 µm ISO 534

Performance Data
Initial Tack: 10 N/25mm FTM 9 Glass
Peel Adhesion 90°: 6 N/25mm FTM 2 St.St.
Min. Application Temp.: 5 °C
Service Temperature: -20 °C to +80°C

Shelf Life:
To obtain optimal performance, use this product within 
two years of the date of manufacture, under storage 
conditions as defined by FINAT (20-25°C; 40-50%RH). 
Prolonged storage outside these conditions might 
reduce the shelf life.

Label material:
A clear, bi-axially oriented polypropylene film with a 
printreceptive matt topcoat.
Thickness: 59 micron ± 5%
Basic weight: 54 gsm ±5%

Adhesive:
A general purpose permanent, acrylic based 
adhesive. S692N is a clear permanent adhesive 
featuring excellent UV resistance and weatherability 
together with good adhesion performance, even on 
apolar substrates
Initial Tack: Good
Final adhesion: Good
Minimum application temperature: +5°C
Temp Range: -20°C to +80°C
UV Resistance: Excellent

Release liner:
BG40 white, a supercalendered glassine paper. The 
liner is made from FSC® certified paper 
(FSC Mix Credit, chain-ofcustody number: 
CU-COC-807907, Licence Code: FSC-C004451)
Thickness: 53 micron ±5%
Basic Weight: 59 gsm ±5%

Shelf life:
2 years when stored at 22* C / 50% RH
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Polypropylene - Gloss White High TackPolypropylene - Gloss White Removable

Label material:
A bi-axially oriented, gloss polypropylene film
Thickness: 59 micron ±5%
Basic weight: 58 gsm ±5%

Adhesive:
A dispersion based removable, acrylic adhesive
Initial Tack: low
Final Adhesion: low
Minimum Application Temperature: +2°C
Temperature Range: -40°C to +100°C
UV Resistance: excellent

Release liner:
A supercalendered siliconised white glassine paper, 
with high mechanical resistance to tearing.
Thickness: 57 micron ±5%
Basic Weight: 65 gsm ±5%

Direct application to food:
The adhesive complies with the European food 
directives and legislations, FDA 175.105 and with 
BgVV XIV recommendations for direct contact with dry 
and moist, non fatty foodstuffs.

Label material:
A bi-axially oriented, gloss polypropylene film
Thickness: 58 micron ±5%
Basic weight: 44 gsm ±5%

Adhesive:
A rubber based, permanent adhesive
Initial Tack: High
Final Adhesion: Very high
Minimum Application Temperature: 0°C
Temperature Range: -40°C to +70°C
UV Resistance: Good

Release liner:
A white, supercalendered glassine paper 
Thickness: 53 micron ±5%
Basic Weight: 59 gsm ±5%

Direct application to food:
Complies with FDA 175.105 and the German 
recommendations XXI as published by BfR for direct 
contact with dry and moist non-fatty foodstuff.


